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Facility General Information

Section 1:  Facility Identifactio

a.)  County Code: 095 b.)  Plant ID: 00016

c.)  Facility Name: DELPHI CORPORATION LLC.                 

a.)  Source Address: 2900 S. SCATTERFIELD ROAD     

b.)  Source City and Zip Code: ANDERSON,   46013    

Corporate Name: DELPHI ENERGY & ENGINE MANAGEMENT SYSTEM

Mailing Address:                               

Mailing City, State, Zip Code: ,                

Section 3:  Mailing Address:

UTM Vertical: 4438.1 UTM Horizontal: 614.7

Section 4:  Source Location

Latitude: 400513 Longitude: 853917

Section 5:  Industrial Classificatio

Primary NAICS Code: 335999

Primary SIC Code: 3714

Section 6:  Contact Informatio

Emissions Contact Official and Title:TED MOSER, ENV. ENGINEER            

Emissions Contact Phone Number: (765) 646-2992

Emissions Contact Fax Number:          

Emissions Contact E-Mail Address: ted.o.moser@delphiauto.com

Year of Inventory: 2002

Date Updated

Signature:

Section 2:  Physical Address:

General facility information to review and update (please use red or blue ink to update).

All Other Miscellaneous Electrical Equipment and Component

.   Brake and Brake Systems, Including Assemblies

a.)

b.)

c.)

b.)

a.)

a.)

b.)

a.)

b.)

c.)

d.)

e.)
f.)

g.)



Emissions Statement -  Page 2 of 9095-00016     Delphi Automotive Systems

Stack Parameters

a.) b.) c.) d.) e.) f.) g.) h.)

Stack Information to Review and Update (please use red or blue ink to update).  Use a blank form to add 
stacks.

Section 7:  Stack Information

ID # Description Height
(ft)

Diameter
(ft)

Flow
(acfm)

Temp
(f)

UTM 
Vertical or 

Latitude

UTM 
Horizontal 

or 
1 BOILERS #8&9 [PLT 20]    100 4 22600 540 400500 853856

2 LASER CUT-OFF [PLT 20]   36 1.3 2180 80 400500 853856

4 CHUCKER/GRINDER [PLT 20] 33 1.75 8000 70 400500 853856

11 SAWS&PLANER [DEL/INSIG]  0 0 0 0 400530 854011

12 PAINT BOOTH [PLT 16]     25 2 9400 77 400530 854011

13 TP MOLDING [DEL/INSIG]   0 0 0 0 393349 853953

14 VARNISH DIP TANK [PLT 11] 45 1.6 2400 150 400503 853921

15 COIL PAINT DIP TANK [P20] 35 1.41 3300 100 400500 853856

16 SPACE HEATERS [PLT 16]   30 0.33 200 110 400530 854011

17 BOILER 20-1              44 2 8500 350 400500 853856

18 BOILER 20-2              44 2 8500 350 400500 853856

19 BOILER 11-1              4 2 10981 428 400503 853920

20 BOILER 11-2              4 2 10981 428 400503 853920

21 VARNISH TRICKLE 11-1     30 1.25 3000 100 400503 853921

22 VARNISH TRICKLE 11-2     30 1.25 3000 100 400503 853921

23 VARNISH TRICKLE 11-3     30 1.25 3000 100 400513 853917

24 VARNISH TRICKLE 11-4     30 1.25 3000 100 400513 853917

Abatement Equipment Information
Abatement equipment information to review and update (please use red or blue ink to update).  
Use a blank form to add abatement equipment.

Section 8:  Abatement Equipment

1 006 GRAVITY COLLECTOR - LOW EFFICI - 002, 1 
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
PT       TOTAL PARTICULATE MATTER 70.001
PM10     PARTICULATE MATTER 10 70.001
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2 018 FABRIC FILTER - LOW TEMPERATUR - 004, 1 
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
PT       TOTAL PARTICULATE MATTER 99.001
PM10     PARTICULATE MATTER 10 99.001

Group/Process/Emissions Information
Please complete information for Groups, Processes and Emissions (please use red or blue ink to 
update). All highlighted items must be completed.  Use a blank form to add groups, processes, and 

a.)  Group Number: 014 b.)  Description: VARNISH DIP TANKS PLT 11 
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: VARNISH DIP [PLT 11]     

c.)  Source Classification Code (SCC): 40200101 d.)  Units: Tons Coating Mix Applied                

e.)  Stack Number: 14 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): .2      

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 015 b.)  Description: COIL PAINT DIP TANK [P20]
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: COIL PAINT DIP TANK [P20]

c.)  Source Classification Code (SCC): 40201806 d.)  Units: Tons Solvent in Coating Used            

e.)  Stack Number: 15 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 0.24    

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

a.)  Group Number: 016 b.)  Description: SPACE HEATERS [PLT 16]   
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: SPACE HEATERS [PLT 16]   

c.)  Source Classification Code (SCC): 10500106 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 16 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):         

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 20.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 3.0       PT       0
SULFUR DIOXIDE 8 0.60      SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.30      VOC      0
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a.)  Group Number: 017 b.)  Description: NEW BOILERS [PLT 20]     
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PACKAGE BOILERS PLT 20   

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 17 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):         

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
LEAD 8 0.00050   PB       0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0
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Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PACKAGE BOILERS PLT 20   

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 18 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):         

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
LEAD 8 0.00050   PB       
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

a.)  Group Number: 018 b.)  Description: NEW BOILERS [PLT 11]     
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information
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Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: PACKAGE BOILERS PLT 11   

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 19 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):         

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
LEAD 8 0.00050   PB       0
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: PACKAGE BOILERS PLT 11   

c.)  Source Classification Code (SCC): 10200602 d.)  Units: Million Cubic Feet Natural Gas Burned   

e.)  Stack Number: 20 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):         

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

CARBON MONOXIDE 8 84.0      CO       0
NITROGEN DIOXIDE 8 100.0     NO2      0
LEAD 8 0.00050   PB       
PARTICULATE MATTER 10 8 3.0       PM10     0
TOTAL PARTICULATE MATTER 8 7.60      PT       0
SULFUR DIOXIDE 8 0.6       SO2      0
VOLATILE ORGANIC COMPOUNDS 8 5.50      VOC      0
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a.)  Group Number: 019 b.)  Description: VARNISH TRICKLE  PLT 11  
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: TRICKLE VARNISH PLT 11   

c.)  Source Classification Code (SCC): 40202501 d.)  Units: Tons Solvent in Coating Used            

e.)  Stack Number: 21 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):         

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: TRICKLE VARNISH PLT 11   

c.)  Source Classification Code (SCC): 40202501 d.)  Units: Tons Solvent in Coating Used            

e.)  Stack Number: 22 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):         

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0
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Section 10.  Process Information
a.)  Process Number: 4 b.)  Description: TRICKLE VARNISH PLT 11   

c.)  Source Classification Code (SCC): 40202501 d.)  Units: Tons Solvent in Coating Used            

e.)  Stack Number: 23 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):         

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0

Section 10.  Process Information
a.)  Process Number: 5 b.)  Description: TRICKLE VARNISH PLT 11   

c.)  Source Classification Code (SCC): 40202501 d.)  Units: Tons Solvent in Coating Used            

e.)  Stack Number: 24 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour):         

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

VOLATILE ORGANIC COMPOUNDS 5           VOC      0


